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Batteri-hydraulisk verktøy med utskiftbart hode (6-tonn)

Krympehode U-KDE240-6

EL-nr: 88 797 98 EAN: 4011923584177

Crimping head with quick opening, indent
crimping, no dies required.

• Head hinged
• Cable lug: standard Cu 16-240
• Connector: standard Cu 16-240 

US-M6

EL-nr: 88 797 96 EAN: 4011923613594

Battery powered hydraulics for interchangeable crimping dies,
180° rotating crimping head, manual return after completion of crimping.

• For 4 different changeable heads  • Working pressure in bar: 700
• Easy change of heads   • Weight without battery in kg: 2,41
• Locked by 2 pull-out pins   • Weight without battery in kg: 2,41
• Battery type: Makita 18V  • Set weight in kg: 6,15  
• Crimping force kN: 60 

Krympehode U-KO-6

EL-nr: 88 797 97 EAN: 4011923584153

With quick opening. Supplied without dies.

• Head hinged
• Opening / stroke: 17 mm
• Crimping width: narrow
• Cable lug: standard Cu 6-300 / DIN Cu 6-300 / DIN Al 16-240
• Connector: standard Cu 6-300 / DIN Cu 6-300 / DIN Al 16-240 

Kuttehode U-KS6-S50

EL-nr: 88 797 99 EAN: 4011923584160

for copper and aluminium cables 

Lokkehode U-S-6

EL-nr: 88 798 00 EAN: 4011923584207

without inserts, including tension rods and adapter

Advantages:
• Head can be rotated by 360°
• Flexible aluminium head

Punching capacity:
Shaped holes 138 x 138 mm (ST37 2,5 mm)
Round holes 150 mm (ST37 3 mm) / 63 mm (VA 2 mm)


