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Produktdatablad
Karakteristikker

VW3A9213
kit for UL type 1 conformity - for variable speed
drive Altivar

Teknisk informasjon
Tilbehør / separat del
kategori

Montering og innfestingstilbehør

Tilbehør / type del Sett for konfigurering
Grad av beskyttelse UL type 1
Kompatibilitet ATV61HC25N4

ATV61HC25N4D
ATV61HC25Y
ATV61HC31N4
ATV61HC31N4D
ATV61HC31Y
ATV61HC40Y
ATV71HC20N4
ATV71HC20N4D
ATV71HC20Y
ATV71HC25N4
ATV71HC25N4D
ATV71HC25Y
ATV71HC28N4
ATV71HC28N4D
ATV71HC31Y
Variable speed drive ATV630 wall mount motor at
250 kW, normal duty 380...480 V
Variable speed drive ATV630 wall mount motor at
315 kW, normal duty 380...480 V
Variable speed drive ATV630 wall mount motor at
220 kW, heavy duty 380...480 V
Variable speed drive ATV630 wall mount motor at
250 kW, heavy duty 380...480 V
Variable speed drive ATV930 wall mount motor at
250 kW, normal duty 380...480 V
Variable speed drive ATV930 wall mount motor at
315 kW, normal duty 380...480 V
Variable speed drive ATV930 wall mount motor at
250 kW, heavy duty 380...480 V
Variable speed drive ATV930 wall mount motor at
200 kW, heavy duty 380...480 V

Tilbehør / separat del
betegnelse

Variabel hastighet uten bremseenhet

Serie kompatibilitet Altivar Process ATV900
Altivar 71
Altivar Process ATV600
Altivar 61

Komplementær
Sammensetning 1 EMC plate

1 IP54 casing
Fixing accessories
1 UL type 1 cover
1 manual
1 pre-drilled plate for connecting the tubes

Vekt 19,5 kg

Miljø
Standarder UL Type 1
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Offer Sustainability
REACh-regelverk REACh-erklæring
REACh fri for SVHC Ja
EU RoHS-direktiv Proaktivt i samsvar (Produktet inngår ikke i EUs RoHS direktivet) EU RoHS-

erklæring
Fri for giftige tungmetaller Ja
Kvikksølvfri Ja
Informasjon om RoHS-unntak Ja
Kinas RoHS-forskrift Kinas RoHS–Erklæring

https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=6942158&lang=no
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=6942158&lang=no
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=6942158&lang=no
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=6942158&lang=no
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=6942158&lang=no

