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 Farge:

Data
Physical data

Bredde 17,5 mm / 0.689 inch

Høyde 77,6 mm / 3.055 inch

Dybde fra øvre kant på DIN-skinne 25,5 mm / 1.004 inch

Mechanical data

Festetype DIN-35-skinne
skrufeste

Passer til for 2-, 3- and 5-conductor 221 Series Splicing Connectors (4 mm²)

Material Data

Note on material data Information on material data can be found here

Farge oransje

Isolasjonsmateriale Polyamid 66 (PA 66)

Brannklasse UL94 V0

Vekt 9,6 g 

http://www.wago.com/221-500
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Commercial data

PU (SPU) 50 (10) Stück

Pakketype box

Opprinnelsesland CN

GTIN 4055143421942

Tollsatsnummer 39269097900

Valgfritt tilbehør
Marking accessories
    Merkestripe

 Elementnr.: 210-833
Merkelister; 25 m på rull; 6 mm bred; vanlig; selvklebende; hvit www.wago.com/210-833

Festeadapter
    Monteringstilbehør

 Elementnr.: 222-505
Strekkavlastningsplate; for festebærer; Serie 221 eller 222, kan klikk-festes www.wago.com/222-505

 Elementnr.: 222-510
Vinklet DIN-skinneadapter; i kombinasjon med festebærer; 221-500 eller 222-500; for DIN-35-
skinnemontering; grå

www.wago.com/222-510

Nedlastinger
Documentation

Bid Text

221-500
X81 - Datei

2019 Feb 19 xml
2,8 kB

Last ned

221-500
docx - Datei

2019 Jan 23 docx
14,9 kB

Last ned

ausschreiben.de 221-500 URL Last ned

Additional Information
Technical explanations pdf

2,2 MB
Last ned

CAD/CAE-Data

http://www.wago.com/221-500
http://www.wago.com/210-833
http://www.wago.com/222-505
http://www.wago.com/222-510
https://www.wago.com/de/d/2257701
https://www.wago.com/de/d/2257796
https://www.wago.com/de/d/ausschreiben_de_URLS_221-500
https://www.wago.com/de/d/7125103


Datablad | Artikkelnummer: 221-500
www.wago.com/221-500

Med forbehold om endringer. Vær også oppmerksom på ytterligere produktdokumentasjon!

WAGO Norge AS 
Jerikoveien 20 
1067 Oslo 
Tel.: +47 22 30 94 60 | Fax: +47 22 30 94 51 
Email: info.no@wago.com

Har du spørsmål om våre produkter? 
Vi tar alltid gjerne imot di samtale på +49 (571) 887-44222.

06.12.2021    Side /3 5

Kobling av ledere

Removing a conductor.CAGE CLAMP® connection:

Conductor termination with connectors 
fitted in a mounting carrier

CAD/CAE-Data

CAD data

2D/3D Models 221-500 URL Last ned

CAE data

EPLAN Data Portal 221-500 URL Last ned

ZUKEN Portal 221-500 URL Last ned

Environmental Product Compliance

Compliance Search

Environmental Product Compliance 221-500
Montasjebærer; 221-Serien - 4 mm²; for DIN-35 skinne- / skrue montering; oransje

URL Last ned

Installasjonsmerknader

http://www.wago.com/221-500
https://www.wago.com/de/d/3D_URLS_221-500
https://www.wago.com/de/d/EPLAN_URLS_221-500
https://www.wago.com/de/d/Zuken_URLS_221-500
https://www.wago.com/de/d/ComplianceLinkMediaContainer_221-500
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Vertical mounting with strain relief plate on 
DIN-35 rail

Horizontal screw mounting with strain relief 
plate on a flat surface

Horizontal mounting on DIN-35 rail using an 
angled DIN-rail adapter

Horizontal mounting on DIN-35 rail using an 
angled DIN-rail adapter

Snapping the angled DIN-rail adapter (222-
510) onto the mounting carrier.

Securing a strain relief plate (222-505) to the 
mounting carrier.

Removing a connector from the mounting 
carrier.

Inserting a connector into the mounting 
carrier.

Inserting a connector into the mounting 
carrier.

http://www.wago.com/221-500
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Testing

Testing connectors via test slots on top of 
the carrier.

Mounting carrier on a DIN-35 railVertical screw mounting with strain relief 
plate on a flat surface

Strain relief via cable ties on the mounting 
carrier (transverse to the connectors' wiring 
direction) – clamping units labeled via 
marking strips (210-334)

http://www.wago.com/221-500
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