SIEMENS

Product data sheet 8PQ5000-0BA14

SIVACON S4 SEPARATION 3WL FORM4 SWITCH 3WL11
630 - 1000A 3- OR 4-POLE FIXED MOUNTED,
WITHDRAWABLE CONNECTING BRACKET HEIGHT
ABOVE 3WL 250MM HEIGHT BELOW 3WL 300MM WIDTH
600MM DEPTH 600,

800MM

Similar to image

General details:

product designation internal division type 3 for copper connection for
Sentron 3WL to staggered fieldbar system

Operating current / of the installable switching device / rated
value

e maximum A 1,600

Acceptability for application

« for switching device 3WL, size |

Suitability for installation

« switchgear with main busbar No

Number of poles
1 3
2 4

Mechanical design:

Width mm 600
Depth mm 600
Type of mounting fixed mounting / drawer unit

Further information:
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Information- and Downloadcenter (Catalogs, Brochures,...)
http://www.siemens.com/lowvoltage/catalogs

Global Industry Mall (Online ordering system)
http://www.siemens.com/lowvoltage/mall

Service&Support (Manuals, Certificates, Characteristics, FAQs,...)
http://support.automation.siemens.com/WW/view/en/8PQ5000-0BA14/all

Image database (product images, 2D dimension drawings, 3D models, device circuit diagrams, ...)
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=8PQ5000-0BA14
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