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THIS DRAWING IS THE PROPERTY OF NTP AND MUST NOT
BE COPIED WITHOUT OUR WRITTEN PERMISSION.

THE CONTENTS THEREOF MUST NOT BE DISCLOSED TO A
THIRD PARTY NOR BE USED FOR ANY UNAUTHORIZED
PURPOSE. NTP AS

50 Hz WITHSTAND VOLTAGE, WET 50 kV
1.2/50 IMPULSE VOLTAGE WITHSTAND : 125 kV
MIN BENDING LOAD 12,5 kN
CREEPAGE DISTANCE, MIN : 800 mm
WEIGHT : 2.9 kg
A First issue. 23.12.2025/MS
Rev. | No. | Drwg. modification Date/sign.
1] 12| Spring R11358 Stainless steel
1] 11 | Spring washer | R10995 Stainless steel
1] 10 | Bolt A26931 01 Stainless steel M12
2| 9 | Spring washer | R11043 Stainless steel 12mm
2| 8 |Bolt R11042 Stainless steel M12 x 30
1| 7 |Spring washer| R11230 Galvanized steel | 824.5 DIN 127 B24
1] 6 |Nut R20034 Galvanized steel | M24 DIN 934
11 5 |Clamp A40110 O1 AISi12
1| 4 | Adapter A40106 01 AIMgSi1—-T16
1] 3 | Top fitting A40003 01 AIMgSi1—T16
1] 2 |Pin fitting A40001 O1 AIMgSi1—-T16 170mm pin
1] 1 |Insulator C10000 01 E—Glass/Silicone PIB—38/331—740—SR—Red
Pcs/Unit Pos | Designation Drawing No. Material Remarks
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Art.No. Ref. Supersedes CAD-file K3581050




