SIEMENS

SIMATIC NET
Antenne ANT794-4MR fiir LTE (4G)/UMTS (3G)/GSM (2G)

Kompaktbetriebsanleitung

Die Antenne ist fUr den industriellen Einsatz vorgesehen. Lesen Sie die Hinweise in der Dokumentation der
angeschlossenen SIMATIC NET Mobilfunk-Komponente.

Stationdre Antenne zur Montage an vertikalen Flachen mit folgenden

Funktionen: ]
¢ Antenne mit Rundstrahlcharakteristik
¢ Mobilfunkanwendung im LTE (4G)-, UMTS (3G)- und GSM (2G)-Netz
Fir MIMO-Anwendungen sind 2 Antennen erforderlich.
e Geeignet fir den Innen- und AuRenbereich
e Verbesserung der Feldstarkesituation in &éffentlichen Gebauden, Hallen, S
Tiefgaragen, Beton-Metallbauten, Unterflihrungen, Tunnels in Verbindung ¢
mit Repeatern -
¢ Montage mittels Haltewinkel =% ,,
e Strahler geschuitzt in Kunststoffrohr untergebracht “%L -
e HF-Kabel fest mit der Antenne verbunden ——
SMA (m) 2
¢ Minimaler Montageabstand: 10 cm bei 15 dB Entkopplung =
Montage: Fixieren Sie den SMA-Stecker beim Verschrauben mit der e
Antennenbuchse mit einem geeigneten Werkzeug (z. B. einer Zange), um ein & ml © M10x0,75 -
Verdrehen des Kabels zu verhindern. i I R 2105
Die aktuelle Version dieses Datenblatts finden Sie im Internet unter: TN -
http://support.automation.siemens.com/WW/view/de/22726648 S
MaBe in mm @J -
Dimensions inmm | 148
Technische Daten der Antenne ANT794-4MR
Mobilfunknetze LTE 800 GSM 900 GSM 1800, UMTS LTE 2600
Frequenzbereich 790-862 MHz | 890-960 MHz 1710-2170 MHz 2500-2690 MHz
Artikelnummer 6NH9860-1AA00
Stehwellenverhaltnis | < 1,9 : 1 Trel Ealll dBMag 2B/ Ref 0 dB 10t 1 (M)
(VSWR) - M2 460,000 Mz -1).645
. . M3 |1.7170000 GHz - 36 dB
Verstarkung = 2 dBi A‘\ M4 |2200000 GHz -13.636 dB
Impedanz 50 Ohm i w | v B e
MaX. LeiStUng 20 W R \\ NU \/\ M8 690000 GHz -11.246 dB
Polaritat linear vertikal B i \
Zulassiger -40°C ... +70°C 7% I [ N
Temperaturbereich = “W Iy i
Anschluss SMA-Stecker (m) zum Anschluss an 14 “\f W ]nﬂ nu) ‘W
Mobilfunkgerate B V“ M p } “
AuRenmaterial Hart-PVC, UV-besténdig T T '
Gewicht Antenne mit 5 m Kabel: 310 g \MJS VUH“ n“ Y
Haltewinkel und Montageteile: 54 g Ch1  Start 500 MHz Pwr 0 dBm Stop 3 GHz

Landerzulassungen
Eine Ubersicht der landerspezifischen Mobilfunkzulassungen der SIMATIC NET Geréte finden Sie hier:
www.siemens.de/mobilfunkzulassungen

Pre-Sales Support: SIMATIC NET, | IA SC S, +49 911/895-2905,
E-Mail: presales.ci.industry@siemens.com. Customer Support: http://www.siemens.de/automation/support-request

© Siemens AG 2014. Alle Rechte vorbehalten
C79000-G8974-C372-01, 07/2014
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Antenna ANT794-4MR for LTE (4G)/UMTS (3G)/GSM (2G)

Compact Operating Instructions

The antenna is intended for industrial applications. Read the instructions in the documentation of the connected
SIMATIC NET mobile wireless component.

Stationary antenna for mounting on vertical surfaces with the following functions:

Antenna with omnidirectional radiation pattern

Mobile wireless application in LTE (4G), UMTS (3G) and GSM (2G)
networks
For MIMO applications, 2 antennas are required.

Suitable for indoors and outdoors

Improvement of the field strength situation in public buildings, halls,
underground garages, concrete-steel structures, underpasses, tunnels in
conjunction with repeaters

Mounting with bracket

Radiator protected in plastic tube

Fixed RF cable connected to the antenna

Minimum mounting clearance: 10 cm at 15 dB isolation

Installation: Secure the SMA connector when screwing it to the antenna socket
using a suitable tool (e.g. pliers) to prevent the cable twisting.

~193

M10x 0,75

| ©
You will find the current version of this data sheet on the Internet at: ml ©
http://support.automation.siemens.com/WW/view/en/22726648 ‘
MaBe in mm
Dimensionsinmm |
Technical specifications of the ANT794-4MR antenna
Mobile wireless LTE 800 GSM 900 GSM 1800, UMTS LTE 2600
networks
Frequency range 790-862 MHz | 890-960 MHz 1710-2170 MHz 2500-2690 MHz
Article number 6NH9860-1AA00
Standing wave ratio <19:1 Trc dBMag 2dB/ Ref0dB 1 0f 1 (Max)
(VSWR) - 12 400000 iz 140
B B M3 [1.710000 GHz -Zi 6 dB
Gain = 2 dBi 3‘\ M4 |2200000 GHz -13.636 dB
=, i AUnv MES 400000 GHz -4 ‘7a/\ dB.
Impedance 50 ohms N ™ v e e
Max. power 20W k A[U V\ “MB (2690000 GHz -11.246 dB
Polarity linear vertical B i
Permitted -40 °C to +70 °C Tﬁ

temperature range

Connector

SMA connector (m) for connection
to mobile wireless devices

|
!
|
|

External material

Hard PVC, UV-resistant

il

Weight

Antenna with 5 m cable: 310 g
Mounting bracket and installation
fittings: 54 g

TR
L[ 1

Ch1  Start 500 MHz

Pwr 0dBm

Stop 3 GHz

National approvals

You will find an overview of the mobile wireless approvals of the SIMATIC NET devices for specific countries here:

www.siemens.com/mobilenetwork-approvals

Pre-Sales Support: SIMATIC NET, | IA SC S, +49 911/895-2905,
E-Mail: presales.ci.industry@siemens.com. Customer Support: http://www.siemens.de/automation/support-request

© Siemens AG 2014. All rights reserved

C79000-G8974-C372-01, 07/2014
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