O LEDVANCE

PRODUKT DATABLAD
DR-PFM -150/220-240/24/P

LED DRIVER OUTDOOR PERFORMANCE | Utenders LED driver med konstantspenning

BRUKSOMRADER

- Passer for bade innenders og utenders bruk

PRODUKTFORDELER

- Installasjon i sveert kalde og varme miljeer

- Forhandskablet for rask og enkel installasjon
- Sveert stabil utgangseffekt

- Hoy effektivitet og palitelighet

PRODUKTEGENSKAPER

Tilgjengelig i 30, 60, 100, 150 og 250 W

Levetid: opptil 50 000 t (ved maks tc-temperatur)

Overspenningsvern: opptil 4 kV (L-N) for 30/60W, 6 kV (L-N) / 6 kV (L/N-PE) for 100/150/250 W
Matespenning: 220...240 V

Driftsfrekvens: 50...60 Hz

Kortslutnings- og overbelastningsvern

Driftstemperaturomrade ved ta: -40-50 °C
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PRODUKT DATABLAD

Utgangseffekt 150w
Inngangsspenning 198..264V 2
Nettfrekvensen 5060 Hz
Utgangsspenning 24V 3
Nominell spenning 220...240 V
Utstyr effekttap 20W4
Effektfaktor A 0,95 ¥
ECG effektivitet 88 % °)
Startstrom 45 A0
Maksimalt antall ECG pa sikring 10 A (B) 10
Maksimalt antall ECG pa sikring 16 A (B) 16
Maksimalt antall ECG pa sikring 25 A (B) 25
Galvanisk skille primaer/sekundaer 3,75 kV
Spenningssvingning kapasitet (L/N-jord) 6 kv
Spenningssvingning kapasitet (L-N) 6 kV
Utgangsstrem 6250 mA 7
u-ouT 24V

D From 0 to 150 W

2) Tillatt spenning

%) Maximum 24 v

*) At maximum LED load of 150 W

%) Full belastning ved 230 V

6) € gy~ 153 s (measured at 50 % | ead

7 210%
= o= | O
= o |
Lengde 219,0 mm
Bredde 63,0 mm
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Hoyde 38,0 mm
Produktvekt 970,00 g
Kabeltverrsnitt, primaerside 1,0 mm?
Avstand monteringshull, bredde 34,0 mm
Kabeltverrsnitt, sekundaersiden 1,5 mm?
Avstand monteringshull, lengderetning 210.0 mm
Prewired [PIM] Ja
Materiale Metal
Omgivelsestemperatur-omrade -40...+50 °C
Tillatt relativ fuktighet ved drift 20..95 %
Maksimum temperatur v/ tc testpunkt 90 °C
Maks. dekseltemperatur i tilfelle feil 110 °C
ECG levetid 50000 h ¥
D At maximum T =90°C/ 10% failure rate
C
Innkapslet Ja
Dimbar No
Egnet armaturer med beskyttelsesklasse |
Overopphetningsbeskyttelse Ja
Overlastsvern No
Kortslutningsbeskyttelse Ja
Egnet for drift i ubelastet modus Yes
Maksimum ledningslengde, ECG/lampe 10m
Beskyttelses type IP66
Standarder Acc. to EN 61347-1Acc. to EN 61347-2-13Acc. to EN 55015Acc. to EN

61547Acc. to EN 61000-3-2Acc. to EN 62384

Godkjenningsmerke - godkjenning

CE/TUV

Temperaturomrade ved lagring

-40...80 °C
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LAST NED DATA

Fil

7— User instruction
= LED DRIVER OUTDOOR PFM

LOGISTIKK DATA

Product kode Forpaknings enhet (stk/enhet) Dimensjoner (lengde x bredde x hoyde)  Brutto vekt Volum
4058075239982 NO: VS 258 mm x 187 mm x 263 mm 10395,00 g 12.69 dm?
10

The mentioned product code describes the smallest quantity unit which can be ordered. One shipping unit can contain one or more
single products. When placing an order, for the quantity please enter single or multiples of a shipping unit.

REFERANSER / LENKER

For garanti se
»  www.ledvance.no/garanti

ANSVARSFRASKRIVELSE

Endres uten varsel. Serg alltid for & bruke den nyeste versjonen.

april 23, 2019, 07:53:13 © 2019, LEDVANCE AS. Alle rettigheter reservert.
DR-PFM -150/220-240/24/P Side 4 av 4


https://dammedia.ledvance.info/media/resource/hires/asset-6349462/2589311/LED%20DRIVER%20OUTDOOR%20PFM.pdf
https://dammedia.ledvance.info/media/resource/hires/asset-6349462/2589311/LED%20DRIVER%20OUTDOOR%20PFM.pdf
https://dammedia.ledvance.info/media/resource/hires/asset-6349462/2589311/LED%20DRIVER%20OUTDOOR%20PFM.pdf
www.ledvance.no/garanti

